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The MAGPRO 40/1S Adjust Swivel is a very compact and 
light machine of only 12 kg. The exclusively developed 
sliding system ensures an increased stability of the 
motor unit and thus leads to higher cutting quality.  
This allows precise holes up to Ø 40 mm. 

Main features of the MAGPRO 40/1S Adjust Swivel:
• Very compact and lightweight design - only 12 kg
• Quick release Weldon 19 mm shank
• Integrated quick release shank
• Exclusive swivel sliding system
• CE confirmed
• Swivelbase: 2 x 15˚
• Slidingbase: 15mm
• crank lever and cooling system can be installed on 

both sides

Specifications
Power input 1.100 W
Voltage 230V/50HZ 
Core & Twist drilling 450 rpm

(no load)
Shank Weldon 19 mm

Max. Ø core drills x L 40 x 55 mm

Max. Ø twist drills x L 13 x 110 mm

Stroke 150mm/ 200 mm

Magnetic adhesion 10.500N

Magnetic surface 158 x 76 mm

Cooling system integrated,
automatic

Net weight 12 kg

Description Ref.
MAGPRO 40/1S Adjust Swivel - 230 V 
delivery in carry case with safety chain, 
maintenance tools and coolant tank

490140S

Optional accessory

chuck 13 mm - Weldon 19 mm 490152A
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