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Tapping- and Core Drilling Machine 
Fully mechanical tapping from M5 - M22 with 
automatic reversing controlled by crank motion
No electronics! Two-mode gearbox:
• One mode for auto-reverse tapping and
• One mode for annular cutters and twist drills

Quick-release spindle for fast, tool-free switching of 
accessories

Specifications

Power input 1.100 W
Voltage 230V/50HZ
Core drilling 550 / 330 rpm

(no load / full load)
Twist drilling 550 / 330 rpm

(no load / full load)
Tapping 150 / 90 rpm

(no load / full load)
Shank for taps Universal adapter 

M5 - M22
(DIN, JIS, ISO)

Shank Weldon 19 mm
Max. Ø core drills x L 35 x 50 mm
Max. Ø twist drills x L 13 x 110 mm
Stroke 150 mm
Magnetic adhesion 15.000 N
Magnetic surface 165 x 80 mm
Cooling system integrated,

automatic
Net weight 13,7 kg

Description Ref.
MAGPRO TP 2000 - delivery in suit-
case with adapter, universal adapter 
for taps M5 up tp M22 (DIN, JIS, ISO), 
quick release for core drills and twist 
drills, safety chain and tools

490190N

Optional accessories

Optional: Quick change inserts 
M5 -M22 (single)

490165
M5-M22

High Performance Cutting Oil Spray 
for optimal cooling and higher cut-
ting performance (400 ml)

490020

Tapping Automatic Reverse
(patented system)

MAGPRO TP 2000 - 3 in 1 auto reverse


