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Specifications
Description Art. Nr.

Pipe Dry Cutting Machine 180 Air with 
equipment for pipes up to Ø 300 mm

608300Set

HM-Saw blades Art. Nr.

HM Saw blade Ø 180 x 30 x 1,85 x 36Z 72018036

HM Saw blade Ø 180 x 30 x 1,60 x 48Z 72118048S3

HM Saw blade Ø 180 x 30 x 2,0 x 48 
Z for steel and stainless steel

72118048YS3

HM Saw blade Ø 160 x 30 x 1,80 x 32Z 
for steel and stainless steel (Ø≤300)

72016032

Pipe Dry Cutting Machine 180 Air:
• Pneumatic drive unit
• Adjustable cutting depth
• Cutting capacities: Ø300 - 1600 mm 

(to be specified before compilation)
• Air connection with sensor block
• Closed construction
• including standard- HM-saw blade 

- Ø180 mm (Ref. 72018036)
• Choice of saw blades for different types 

of application
• Made in Germany 

Power input 2.400 W
Operating pressure 6 bar

Cutting depth 50,0 mm

Shank 22,2/30,0 mm

Air consumption 3,0 m3/min

No load speed 1.800 U/min

Height 250 mm

Air connection R 3/3‘‘ Female (standard)

Noise level 98,0 dB(A)

Vibration level
no load speed < 2,5 m/s2

Net weight 12,5 kg
Saw blade size 160 - 200 mm

Pipe Dry Cutting Machine 180 Air


